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D1010
MEMPHIS PROFESSIONAL CARDIOID DYNAMIC MICROPHONE

Adam Hall GmbH · Daimlerstr. 9 · 61267 Neu-Anspach   Germany
Tel.: (+49) 60 81 / 94 19 0 · Fax.: (+49) 60 81 /94 19 1000 · e-mail: mail@adamhall.com

DESCRIPTION
The D1010 ‚Memphis‘ is a super-cardioid microphone with 
perfect performance and classic styling.
Although its cool, retro looks are based on classic micropho-
nes from the ‚Golden Age‘ of Rock and Roll
music, this microphone delivers a modern sound and perfor-
mance through its advanced specifications.

FEATURES
• Classic and elegant appearance with modern performance
• Tailored frequency response for speech & vocals
• Shock-mounted cartridge for minimal handling and vibra-
tion noise
• Self tensioning swivel mechanism: 45° forwards, 80° 
backwards
• External ON/OFF switch

SPECIFICATIONS
Capsule type: Dynamic microphone
Polar pattern: Super Cardioid
Frequency respons: 50 - 15000 Hz
Sensitivity: 1,8 mv/pa
Impedance: 300 Ω
Phasing: Pin 2 hot/ pin 3 negative on output connector
Connector type: 3 Pin XLR with gold plated pins
Dimensions: 185 x 67 x 56 mm
Weight: 500g
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BESCHREIBUNG
Das D1010 „Memphis“ ist ein Mikrofon mit Supernieren-
charakteristik, das ein klassisches Äußeres mit perfekter 
Performance verbindet. Der typische Retro-Look erinnert an 
Mikrofonklassiker aus dem „Goldenen Zeitalter“ des Rock 
and Roll, während die innovative Technik einen topaktuellen 
Sound und optimale Performance garantiert.

FEATURES
• Klassisch-elegantes Äußeres – topaktuelle Performance 
• Für Sprache und Gesang optimierter Frequenzgang 
• Stoßgedämpftes Gehäuse für minimale Griffgeräusche und 
Vibrationen 
• Selbstnachspannender Schwenkmechanismus: 45° vor-
wärts, 80° rückwärts
• AN/AUS-Schalter (außen)
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